
CABLE ENTRY SYSTEMS  
TECHNICAL DETAILS

EN Y F I T – T ECHNIC A L DE TA IL S 
OPER AT ING A ND A MBIEN T CONDI T IONS

ESM ...  
STM ... 
EDK ...  
EDR ... 
KST... 
MV FP 66

Ste ... ADG ... AKS ...
AKM ... 
ASS ... 
KBM ...  
KBS ... 
BM ... G

AKM ... 
ASS ...

Application area Suitable for indoor installation
(normal environment and/or
protected outdoor)

Suitable for out-
door installation - 
harsh environment 
and / or outdoor

Resistance to occasional cleaning
procedures (direct jet) 
with high-pressure cleaner without 
cleaning additives, water pressure: 
max. 100 bar, water temperature max. 
80 °C, distance ≥ 0.15 m, in accor-
dance with DIN EN 60529:2014-09 
(IEC 60529:2013) = IP 69. Suitable 
for unprotected outdoor installation in 
accordance with DIN VDE 0100-737

Ambient temperature
+  Average value 

over 24 hours
+ Maximum value
+ Minimum value

+ 35 °C

+ 40 °C
- 25 °C

+ 35 °C

+ 40 °C
- 25 °C

+ 35 °C

+ 40 °C
- 25 °C

+ 55 °C

+ 70 °C
- 25 °C

+ 55 °C

+ 70 °C
- 25 °C

Fire protection
in the event of internal 
faults

Demands placed on electrical devices from standards and laws: 
 
Minimum requirements
+ Glow wire test in accordance with IEC 60695-2-11:
+ 650 °C for boxes and Cable glands

Burning behavior
+  Glow wire test 

IEC 60695-2-11
+ UL Subject 94

750 °C

–
flame 
retardant
self-extin-
guishing

650 °C

–

750 °C

–
flame 
retardant
self-extin-
guishing

960 °C

V-0
flame retardant
self-extinguishing

960 °C

V-0
flame retardant
self-extinguishing

Toxic behavior halogen-free 1)

silicone-free silicone-free
halogen-free 1)

silicone-free
halogen-free 1)

silicone-free
halogen-free 1)

silicone-free

1) “Halogen-free” in accordance with IEC 60754-2
“Common test methods for cables - Determination of the amount of halogen acid gas”.

For material properties see technical data.
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